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ELECTRIC WATER HEATERS
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The Styleboiler range of electric storage water heaters offers an extensive array of models for  Domestic hot water (D.H.W.) 
with a capacity ranging from 10 to 500 litres and power from 1,2 to 10 kW with single- and three-phase connections. 
The range meets both typical domestic requirements as well as those of industrial and collective settings. The product 
lines include point of use models, which are ideal for the rapid and inexpensive production of small quantities of water, 
designed for installations where limited space is available. The traditional models devised to accommodate the essential 
basic requirements of the market, and also the “interline” product line, providing a large number of combinations to meet 
the highest expectations as regards quality in observance of European and international standards.

The STRENGTHS of the product range in detail:

Thermal insulation
Insulation layer made of very thick (Interline range) 
high-density polyurethane (PU) foam that guarantees 
excellent insulation. Less heat loss means lower energy 
waste.

Magnesium anode
Featured in all the models in the range, this anode makes for 
effective electrochemical tank protection.

External control knob (SE)
External control knob used to facilitate the water heater 
temperature adjustment, combined with the flange for easy 
inspection and cleaning.

Dual safety
Thanks to the presence of both an operating thermostat 
and a maximum temperature safety thermostat to avoid 
possible malfunctions.

High IP protection rating
Styleboiler water heaters are safe because they are 
splash-proof and are specially designed for installation close 
to the water delivery points, even in public and collective 
settings.

Environmentally friendly
We strive to optimize its industrial activity while respecting 
the environment. To minimize the environmental impact of 
our products, it has abolished the use of chlorofluorocarbons 
(CFC-HCFC) in the insulation (PU) layer and makes 
continuous efforts to use recyclable components.

Tank protection against wear
Thanks to the “flow-coating” enamelling process at 850°C 
WRAS (BS6920-1) and KTW-BWGL approved according 
to UBA specifications (German Environmental Agency). 
Available also with stainless steel tank (AISI 316L EN 1.4404)

ELECTRIC WATER HEATERS
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SMART TECHNOLOGY WATER HEATERS
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ELECTRIC WATER HEATERS

• WI-FI connection for remote control (IOS and Android)

• Stainless steel AISI 316L tank pickled and passivated, (EN 1.4404) welded with “TIG” 
and “Plasma” technologies for optimum protection from the effects of corrosion

• Incoloy 825 stainless steel heating element

• User-friendly digital interface for temperature display and settings 

• SMART mode operating with self-learning habit algorithm which will ensure you 
have hot water when you need it and save energy when you don’t

• External casing made of sheet metal coated with epoxy powder paint 

• Low heat loss due to superior thermal insulation

• Vacancy mode and automatic anti-legionella function for total piece of mind

• Environmentally friendly CFC/HCFC free foam to ensure excellent heat retention

Smart electric water heaters are ideal for the rapid and inexpensive production of medium quantities of water. 
It means that the appliance adpats to your consumption patterns. Without any effort, users can have hot water 
according their needs. 

IQ

TECHNICAL DATA                                       
U.M.

Series  VSXI 35-50-80-100 Smart
VSXI 35 
Smart

VSXI 50 
Smart

VSXI 80 
Smart

VSXI 100 
Smart

Capacity l 35 50 80 100

Code / IU000051 IU000052 IU000053 IU000054

Warranty yr 10 10 10 10

Power kW 1,3 1,3 1,3 1,3

Voltage V~ 230 230 230 230

Heating time (∆T50 °C) min. 96 138 220 276

ErP Energy Class ErP A B B B

ErP Test profile S  M M M

Max. operating temperature °C 75 75 75 75

Max. operating pressure MPa 0,8 0,8 0,8 0,8

Net weight kg 12,5 15,5 20,5 25,5

Hydraulic connections 

(KW-WW)
G ½” ½” ½” ½”

Dimensional values (A/B) mm 512/287 512/287 742/518 893/669

ErP

warranty:
• 10 years on the tank
• 2 years on the other components

Wall Mounting
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ELECTRIC WATER HEATERS

Notes: s = undersink version

Oversink version 10-15-30

Undersink version 10-15

Pony water heaters are ideal for the rapid and inexpensive production of small quantities of 
water. They can be installed above or below the sink (30 Litres above only). Space-saving design 
for installation in limited spaces.

Point of Use

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating method at 850°C 
WRAS (BS6920-1) and KTW-BWGL approved according to UBA specifications (German 
Environmental Agency)

• Corrosion-proof magnesium anode
• Screw-in heating element in copper, fitted on a 1”¼ coupling
• Regulation and safety rod thermostat
• IPX5 protective cover over electrical parts 
• Neopor® insulating shells for reduced heat loss
• Shock-resistant polypropylene casing and back
• Brackets for wall mounting available upon request
• LED heating lamp shows that the heating cycle is in progress

Dimensions U.M. A B C D E F G

10/10s mm 261/261 251/251 450/450 228/250 100/100 62/62 189/189

15/15s mm 296/296 285/285 498/498 248/270 100/100 69/69 216/216

30 mm 366 355 568 384 100 89 266

Series 10/2

warranty:
• 2 years on the tank and components

TECHNICAL DATA U.M.
Pony 
10/2

Pony
10/2 s

Pony
15/2

Pony
15/2 s

Pony
30/2

Capacity l 10 10 15 15 30

Code / 171513 171514 171515 171516 171517

Warranty yr 2 2 2 2 2

Power kW 1,2 1,2 1,2 1,2 1,2

Voltage V~ 230 230 230 230 230

Heating time (∆T50 °C) min. 30 30 46 46 92

ErP Energy Class ErP B B B B C

ErP Test profile XXS XXS XXS XXS S

Max. operating temperature °C 75 75 75 75 75

Max. operating temperature MPa 0,8 0,8 0,8 0,8 0,8

Net weight kg 6,0 6,0 7,5 7,5 10,0

Hydraulic connections (KW-WW) G ½” ½” ½” ½” ½”

ErP
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Point of Use Lux

TECHNICAL DATA U.M.
Pony SE 

10/5

Pony 
SE

10/5 s

Pony 
SE

15/5

Pony 
SE

15/5 s

Pony 
SE

30/5

Capacity l 10 10 15 15 30

Code / 171000 171001 171002 171003 171004

Warranty yr 2+3 2+3 2+3 2+3 2+3

Power kW 1,2 1,2 1,2 1,2 1,2

Voltage V~ 230 230 230 230 230

Heating time (∆T50 °C) min. 30 30 46 46 92

ErP Energy Class B B B B C

ErP Test profile XXS XXS XXS XXS S

Max. operating 

temperature
°C 75 75 75 75 75

Max. operating 

temperature
MPa 0,8 0,8 0,8 0,8 0,8

Net weight kg 6,0 6,0 7,5 7,5 10,0

Hydraulic connections 

(KW-WW)
G ½” ½” ½” ½” ½”

ErP
ErP

w
SVGW
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ELECTRIC WATER HEATERS

TECHNICAL DATA U.M.
Pony
10/5

Pony
10/5 s

Pony
15/5

Pony
15/5 s

Pony
30/5

Capacity l 10 10 15 15 30

Code / 161454 161455 161484 161485 161507

Warranty yr 2+3 2+3 2+3 2+3 2+3

Power kW 1,2 1,2 1,2 1,2 1,2

Voltage V~ 230 230 230 230 230

Heating time (∆T50 °C) min. 30 30 45 46 92

ErP Energy Class B B B B C

ErP Test profile XXS XXS XXS XXS S

Max. operating 

temperature
°C 75 75 75 75 75

Max. operating 

temperature
MPa 0,8 0,8 0,8 0,8 0,8

Net weight kg 6,0 6,0 7,5 7,5 10,0

Hydraulic connections 

(KW-WW)
G ½” ½” ½” ½” ½”

Series 10/5 Series Lux

U.M. 10/10s 15/15s 30

A mm 261/261 296/296 366

B mm 251/251 285/285 355

C mm 450/450 498/498 568

D mm 228/250 248/270 384

E mm 100/100 100/100 100

F mm 62/62 69/69 89

G mm 189/189 216/216 266

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating 
method at 850°C WRAS (BS6920-1) and KTW-BWGL approved 
according to UBA specifications (German Environmental Agency)

• Corrosion-proof magnesium anode
• Screw-in heating element in copper, fitted on a flange for LUX version 
• Regulation and safety thermostat, only for the LUX version with external 

control knob
• LED heating lamp shows that the heating cycle is in progress
• IPX5 protective cover over electrical parts
• Neopor® insulating shells for reduced heat loss
• Shock-resistant polypropylene casing and back
• Brackets for wall mounting available upon request

Pony water heaters are ideal for the rapid and inexpensive production of 
small quantities of water. They can be installed above or below the sink (30 
Litres above only). Space-saving design for installation in limited spaces.

Oversink version 10-15-30

Undersink version 10s-15s

inspection flange and external knobVersion Lux

ErP
ErP

warranty:
• 5 years on the tank
• 2 years on the other components

External 
Control Knob
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ELECTRIC WATER HEATERS

Traditional Water Heater
SERIE VD 50÷100

Traditional storage water heaters are the basic product range for the most varied market requirements. 

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating method 
at 850°C WRAS (BS6920-1) and KTW-BWGL approved according to UBA 
specifications (German Environmental Agency)

• Corrosion-proof magnesium anode

• Regulation and safety rod thermostat

• LED heating lamp shows that the heating cycle is in progress

• External casing made of sheet metal coated with epoxy powder paint

• Rigid polyurethane (PU) insulation layer

• IPX4 protective cover on electrical parts

• Stored water temperature indicator

TECHNICAL DATA U.M. VD 50 VD 80 VD 100

Capacity l 50 80 100

Code / 171843 171844 171845

Warranty yr 2 2 2

Power kW 1,2 1,2 1,2

Voltage V~ 230 230 230

Heating time (∆T50 °C) min. 153 245 306

ErP Energy Class

ErP Test profile
ErP C                                                  

M

C                                                            

M

C                                                            

L

Max. operating temperature °C 75 75 75

Max. operating pressure MPa 0,8 0,8 0,8

Net weight kg 15,1 21,8 25,5

Hydraulic connections (KW-WW) G ½” ½” ½”

Dimensional values: A/B mm 511/288 742/518 893/670

SERIES VD 50÷100

warranty:
• 2 years on the tank and components

Wall Mounting
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ELECTRIC WATER HEATERS

Series VF Series VF-SE

SERIES VF 50÷100 SESERIES VF 50÷100

Vertical Lux
SERIES VF 50÷100 e VF 50-100 SE
Wall-hung storage water heaters are designed to satisfy the most varied market requirements. The external control 
knob (SE) makes it easy to adjust the water temperature. Also recommended for industrial and collective use.

• Storage tank of steel, glass-lined with “Blue Glass 4753” 
flow-coating method at 850°C WRAS (BS6920-1) and 
KTW-BWGL approved according to UBA specifications (German 
Environmental Agency)

• 88 mm tank inspection flange (SE Version)
• Corrosion-proof magnesium anode
• Screw-in heating element in copper, fitted on a flange
• Regulation and safety rod thermostat, with external control knob  

(SE Version)
• Rigid polyurethane (PU) insulation layer
• External casing made of sheet metal coated with epoxy powder 

paint
• LED heating lamp shows that the heating cycle is in progress
• IPX4 protective cover on electrical parts
• Stored water temperature indicator

Series VF 50÷100 Series VF 50÷100 SE
TECHNICAL DATA U.M.

VF 50 VF 80 VF 100 VF 50 SE VF 80 SE VF 100 SE

Capacity l 50 80 100 50 80 100

Code / 171862 171863 171864 171859 171860 171861

Warranty yr 2+3 2+3 2+3 2+3 2+3 2+3

Power kW 1,2 1,2 1,2 1,2 1,2 1,2

Voltage V~ 230 230 230 230 230 230

Heating time (∆T50 °C) min. 153 245 306 153 245 306

ErP Energy Class

ErP Test profile
ErP

C                        

M

C                         

M

C                         

L

C                                   

M

C                                        

M

C                                       

L 

Max. operating temperature °C 75 75 75 75 75 75

Max. operating pressure MPa 0,8 0,8 0,8 0,8 0,8 0,8

Net weight kg 15,1 21,8 25,5 15,5 20,5 25,5

Hydraulic connections (KW-WW) G ½” ½” ½” ½” ½” ½”

Dimensional values: A/B mm 511/288 742/518 893/670 511/288 742/518 893/670

Dimensional values: C/D mm 270/450 270/450 270/450 - - -

Dimensional values: E/F mm 476/125 476/125 476/125 - - -

inspection flange and external knob

warranty:
• 5 years on the tank • 2 years on the other components

Wall Mounting

External 
Control Knob
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ELECTRIC WATER HEATERS

TECHNICAL DATA U.M.
VF/T
50 

VF/T
80 

VF/T
100 

Capacity l 50 80 100

Code / 171867 171868 171869

Warranty yr 2+3 2+3 2+3

Power kW 1,2 1,2 1,2

Voltage V~ 230 230 230

Heating time (∆T50 °C) min. 153 245 306

ErP Energy Class

ErP Test profile
ErP C                               

M

C                              

M

C                                  

L

Max. operating temperature °C 75 75 75

Max. operating pressure MPa 0,8 0,8 0,8

Net weight kg 17,0 23,5 27,5

Hydraulic connections (KW-WW) G ½” ½” ½”

Hydraulic connections (PV-PR) RP ½” ½” ½”

Dimensional values: A mm 511 742 893

Dimensional values: B mm 288 518 670

Dimensional values: C mm 220 220 200

Dimensional values: D mm 107 338 352

Wall-hung Thermo
SERIES VF/T 50-80-100
Wall-hung storage water heaters are designed to satisfy the most varied market requirements. 
Also recommended for industrial and collective use. 

• Storage tank of steel, glass-lined with “Blue Glass 4753” 
flow-coating method at 850°C WRAS (BS6920-1) and 
KTW-BWGL approved according to UBA specifications 
(German Environmental Agency)

• Corrosion-proof magnesium anode
• Screw-in heating element in copper, fitted on a 1” ¼ 

coupling
• Regulation and safety rod thermostat
• Rigid polyurethane (PU) insulation layer
• External casing made of sheet metal coated with epoxy 

powder paint
• LED heating lamp shows that the heating cycle is in 

progress
• IPX4 protective cover on electrical parts
• Stored water temperature indicator

warranty:
• 5 years on the tank
• 2 years on the other components
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ELECTRIC WATER HEATERS

Big Size
SERIES VF 150-200
Wall-hung storage water heaters are designed to satisfy the most varied market requirements. The external control 
knob makes it easy to adjust the water temperature. Also recommended for industrial and collective use. 

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating method 
at 850°C WRAS (BS6920-1) and KTW-BWGL approved according to UBA 
specifications (German Environmental Agency)

• 88 mm tank inspection flange
• Corrosion-proof magnesium anode
• Screw-in heating element in copper fitted on a flange
• Regulation and safety rod thermostat
• Rigid polyurethane (PU) insulation layer
• External casing made of sheet metal coated with epoxy powder paint
• IPX4 protective cover over electrical parts
• Stored water temperature indicator

TECHNICAL DATA U.M. VF
150 

VF
200 

Capacity l 157,6 210,1

Code / 172418 172419

Warranty yr 2+3 2+3

Power kW 2,0 2,0

Voltage V~ 230 230

Heating time (∆T50 °C) min. 275 367

ErP Energy Class ErP C C

ErP Test profile L L

Max. operating temperature °C 95 95

Max. operating pressure MPa 0,6 / 1,2 0,6 / 1,2

Net weight kg 59,6 70,2

Hydraulic connections (KW-WW) G ¾” (Rp) ¾” (Rp)

Dimensional values: A mm 1026 1297

Dimensional values: B mm 570 570

warranty:
• 5 years on the tank
• 2 years on the other components

 

ErP Energy Class
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ELECTRIC WATER HEATERS

Horizontal
SERIES OD e OF 80-100
Horizontal water heaters are the basic product range for the most varied market requirements. Suitable for locating the 
heater out of sight.

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating 
method at 850°C WRAS (BS6920-1) and KTW-BWGL approved 
according to UBA specifications (German Environmental Agency)

• Ø 88 mm tank inspection flange
• Corrosion-proof magnesium anode
• Screw-in heating element in copper fitted on a flange
• Regulation and safety rod thermostat
• External casing made of sheet metal coated with epoxy powder paint
• IPX4 protective cover on electrical  parts
• Rigid polyurethane (PU) insulation layer
• LED heating lamp shows that the heating cycle is in progress
• Stored water temperature indicator

Notes: RH = Right version , LH = Left version

TECHNICAL DATA U.M.
OD
 80

OF
 80

OF
 100

Capacity l 80 80 100

Code
RIGHT
LEFT

171900
171901

171903
171904

171905
171906

Warranty yr 2 2+3 2+3

Power kW 1,2 1,2 1,2

Voltage V~ 230 230 230

Heating time (∆T50 °C) min. 245 245 306

ErP Energy Class ErP C C C

ErP Test profile M M L

Max. operating temperature °C 75 75 75

Max. operating pressure MPa 0,8 0,8 0,8

Net weight kg 20,5 20,5 25,5

Hydraulic connections 

(KW-WW)
G ½” ½” ½”

Dimensional values: A/B mm 757/258 757/258 908/409

Dimensional values: C/D
mm RH

mm LH

293/344

344/293

293/344

344/293

369/419

419/369

480

240

Ø
 4

50

34
7

120D C
WWKW

A

B

ErP

warranty:
• 5 years on the tanks
• 2 years on the other components

warranty:
• 2 years on the tank 

and components
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ELECTRIC WATER HEATERS

Horizontal Thermo
SERIES OF/T 80
Horizontal water heaters are the basic product range for the most varied market requirements.
Compatible with gas,  oil boilers or other heat sources.

• Storage tank of steel, glass-lined with “Blue Glass 4753” 
flow-coating method at 850°C WRAS (BS6920-1) and 
KTW-BWGL approved according to UBA specifications (German 
Environmental Agency)

• Ø 88 mm tank inspection flange
• Corrosion-proof magnesium anode
• Screw-in heating element in copper fitted on a flange
• Regulation and safety rod thermostat
• External casing made of sheet metal coated with epoxy powder paint
• IPX4 protective  cover over electrical  parts
• Rigid polyurethane (PU) insulation layer
• LED heating lamp shows that the heating cycle is in progress
• Stored water temperature indicator

Notes: RH = Right version , LH = Left version

TECHNICAL DATA U.M. OF/T 80 RH OF/T 80 LH

Capacity l 80 80

Code 171907 171908

Warranty yr 2+3 2+3

Power kW 1,2 1,2

Voltage V~ 230 230

Heating time (∆T50 °C) min. 245 245

ErP Energy Class

ErP Test profile
ErP C                                         

M

C                                               

M

Max. operating temperature °C 75 75

Max. operating pressure MPa 0,8 0,8

Net weight kg 26,5 26,5

Hydraulic connections (KW-WW) G ½” ½”

Exchanger fittings (PV-PR) RP ½” ½”

Dimensional values: A/B/C/D mm 807  /  370,5  /  316,5  /  220

warranty:
• 5 years on the tanks
• 2 years on the other components
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ELECTRIC WATER HEATERS

Interline

Type Capacity Code Power Voltage
Heating 

time
∆T=50°C

Energy 
Class

Test 
Profile

Max.Temp.
Operation

Max. Oper.
pressure 1-2

Net 
weight

Hydraulic 
connection

l / kW V~ min ErP °C MPa kg KW-WW-Z

ISS 120 120 172478 1,5 230 294 C L 75 0,6/1,2 38 Rp ¾”

ISS 160 160 172479 2,0 230 294 C L 75 0,6/1,2 46 Rp ¾”

ISS 200 200 172480 2,0 230 367 C L 75 0,6/1,2 53 Rp ¾”

ISS 300/3 300 172481 3,0 400/3 367 C L 75 0,6/1,2 77 Rp 1”

ISS 400/3 400 172482 4,0 400/3 367 C XL 75 0,6/1,2 99 Rp 1”

ISS 500/3 500 172483 5,0 400/3 367 C XL 75 0,6/1,2 115 Rp 1”

Type A B C D E F

mm mm mm mm mm mm

ISS 120 610 620 854 150 486 720

ISS 160 610 620 1056 150 551 922

ISS 200 610 620 1329 150 651 1195

ISS 300/3 650 675 1560 148 828 1408

ISS 400/3 750 775 1553 162 782 1387

ISS 500/3 750 775 1818 162 932 1652

Notes : 1 Max. operating pressure, 2 Max. pressure test according to EN 12897 P.4.4.1

SERIES ISS 120÷500

Floor-standing electric storage water heaters are designed to meet the highest 
expectations as regards quality in observance of European and international standards. 
The insulation layer is made of very thick high-density polyurethane (PU) foam to 
minimize heat loss. They are ideal for collective and industrial use.

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating method at 
850°C WRAS (BS6920-1) and KTW-BWGL approved according to UBA specifications 
(German Environmental Agency)

• Ø 134 mm frontal inspection hatch
• Corrosion-proof magnesium anode
• Armoured copper heating element fitted on the hatch
• Regulation and safety rod thermostat
• Very thick polyurethane (PU) foam insulation layer 
• IPX5 protective cover over electrical parts
• Stored water temperature indicator.
• Adjustable feet for floor standing
• External soft plastic coating (PVC), white RAL 9016

ACCESSORIES PP. 88

warranty:
• 2 years on the tank and components

ErP
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ELECTRIC WATER HEATERS

D
E

F

BØ A

C

WW

KW

Z

Interline
Stainless steel floor-standing electric storage water heaters are designed to meet the new expectations as to durability 
and perfection. To this end, the“inox” (stainless steel) product line was introduced, providing maximum quality and 
durability owing to the use of special materials such as stainless steel and sophisticated technological solutions such as 
“TIG” and “Plasma” welding. The insulation layer is made of very thick high-density polyurethane (PU) foam to minimize 
heat loss. They are ideal for collective and industrial use.

• AISI 316L stainless steel tank pickled and passivated, welded with “TIG” and “Plasma” 
technology

• Ø 100x150 mm frontal inspection hatch (Type 120-160-200)
• Ø 134 mm frontal inspection hatch (Type 300-400-500)
• INCOLOY 825 stainless steel heating element 230V~ and 400/3V~
• Regulation and safety rod thermostat
• CFC and HCFC-free very thick polyurethane (PU) foam insulation layer
• External soft plastic coating (PVC), gray RAL 9006
• Stored water temperature indicator

Type Capacity Code Power Voltage
Heating 

time
∆T=50°C

Energy 
Class

Test
Profile

l / kW V~ min ErP

ISSXAI 120 120 IU000035 2,0 230 220 C L

ISSXAI 160 160 IU000036 2,0 230 294 C L

ISSXAI 200 200 IU000037 2,0 230 367 C L

ISSXAI 300/3 300 IU000058 4,0 400/3 275 C L

ISSXAI 400/3 400 IU000059 8,0 400/3 183 C XL

ISSXAI 500/3 500 IU000061 10,0 400/3 183 C XL

Type
Max. Temp. 
Operation

Max. Oper. 
pressure 1-2

Net 
weight

Hydraulic  
connection

A B C D E F

°C MPa kg KW-WW-Z mm mm mm mm mm mm

ISSXAI 120 75 1,0/2,0 26 Rp ¾” 550 571 924 203 463 728

ISSXAI 160 75 1,0/2,0 32 Rp ¾” 550 571 1174 203 591 978

ISSXAI 200 75 1,0/2,0 35 Rp ¾” 550 571 1524 203 729 1328

ISSXAI 300/3 75 0,6/1,2 69 Rp 1” 650 675 1526 228 803 1283

ISSXAI 400/3 75 0,6/1,2 74 Rp 1” 750 775 1530 263 763 1248

ISSXAI 500/3 75 0,6/1,2 84 Rp 1” 750 775 1796 263 913 1513

Notes : 1 Max. operating pressure, 2 Max. pressure test according to EN 12897 P.4.4.1

SERIES ISSXAI 120÷500

STAINLESS STEEL ELEMENTACCESSORIES PP. 89

warranty:
• 2 years on the tank and components

ErP

 

ErP Energy Class

C
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SERIES LG/LGE 80

The STRENGTHS of the product range in detail:

• Storage tank of steel, glass-lined with “Blue Glass 4753” flow-coating method at 850°C WRAS (BS6920-1) and 
KTW-BWGL approved according to UBA specifications (German Environmental Agency)

• Corrosion-proof magnesium anode

• Combustion chamber made of refractory material with pull-out ash collecting device

• Enamelled sheet metal external combustion chamber coating

• Mineral wool insulation layer for reduced heat loss

• Armoured copper heating element, regulation and safety rod thermostat (wood-electric version only)

• External casing made of sheet metal coated with epoxy powder paint

• Stored water temperature indicator

Notes: LG = wood-fired version / LGE = wood-electric version 

TECHNICAL DATA U.M. LG LGE

Capacity l 80 80

Code / 161170 161172

Warranty yr 3 3

Power kW - 1,2

Voltage V~ - 230

Heating time (∆T50 °C) min. - 245

Max. operating temperature °C 90 90

Max. operating pressure MPa 0,8 0,8

Net weight kg 46 46

Hydraulic connections (KW-WW) G ½” ½”

100 60
053

14
30

36
5

WW KW

100

Tank protection against 
wear
Thanks to the “flow-coating” enamelling 
process at 850°C for guaranteed internal 
protection.

We have created an appliance that fully 
exploits the natural energy released by 
wood, using a  water jacket collar on 
the flue of a fire heater, it is a traditional 
way of heating water and is extremely 
effective. Using a wood fired water heater 
means having heat available at a low cost 
and in an environmentally friendly way. It 
is an easy and inexpensive possibility to 
make a noticeable dent in your utility bill, 
available for wood SERIES LG, either in 
version combi wood-electric SERIES LGE 
to provide substantial savings on your 
annual hot water costs.

WOOD-FIRED WATER HEATERS

Magnesium anode
Featured in both models in the range, this anode 
makes for effective electrochemical tank protection.

warranty:
• 3 years on the tanks
• 2 years on the other components
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